
INSTALLATION & MAINTENANCE 

Usage: 

For domestic use only. 

General Information: 

Gerflor cushioned vinyl sheet can be loose 

laid up to 15m2 by the methods described 

or can be fully adhered to a suitable 

subfloor for a more permanent installation 

Preparation of Subfloor: 

All subfloors must be smooth, level, clean 

and free of any contaminants including wood 

preservatives.  If the subfloor is not correctly 

prepared it can damage or discolour the 

floorcovering.  The preparation requirements 

of the subfloor are contained in BS8203 Code 

of Practice. 

 Uplifting Existing Floorcoverings: 

All existing floorcoverings must be uplifted 

and removed.  Sheet flooring can be cut into 

strips of approx 250mm wide, carefully 

removed and put into plastic bags for 

disposal. 

Soak any remaining foam or felt with a 

solution of cold water  and household 

detergent for approx 10 minutes and then 

scrape off using a paint scraper. 

Health Warning: 

Do not attempt to sand old flooring 

materials, they may contain asbestos fibers 

which can be injurious to health. 

Concrete Subfloor: 

Ensure these are sound, dry, free of any 

contaminants and contain an effective damp 

proof membrane.  If the subfloor is uneven 

use a proprietary smoothing compound. 

Quarry Tile Base: 

Make sure the floor has a damp proof 

membrane.  Note: DPM’s were not always 

installed prior to 1961.  Providing the quarry 

tiles are in good condition and fully bonded 

to the subfloor cover the entire area with a 

proprietary smoothing compound fully 
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Vinyl Tiles: 

Existing vinyl tiles must be uplifted and 
removed the remaining adhesive residue 
can then be scraped off.  Cover entire area 
with a proprietary smoothing compound 
fully inline with manufacturers instructions.  
 
Wooden Subfloors: 
 
Secure all lose boards.  Hammer down any 
protruding nails.  Sand down any high 
spots.  Smoothing compound may be used 
to level out depressions.  Cover the floor 
area with 6mm plywood.  Fix with 25mm 
ring shanked nails at 100mm centres across 
the boards. 
 
Laying Gerflor Cushioned Vinyl Flooring 
 
Place the material into the room to be fitted 
and allow to relax for at least two hours at a 
temperature of not less that 18ºC, this will 
make the floorcovering more flexible and 
easier to work with.  Do not install at lower 
temperatures. 
 
Lay the material with the excess lapped up 
the walls and ensure the pattern is running 
parallel to the main wall, make relief cuts at 
inside and outside corners, doorways and 
fitments to relieve tension in the material. 
Brush the surface with a soft broom to 
remove any trapped air making sure the 
sheet is laying flat to the subfloor, make 
relief cuts as necessary to remove any 
bulges.  Then press sheet against base of 
skirting/fitments using a small block of 
wood to form an angle.  Using a paint 
scraper hold the sheet vinyl hard to the 
skirting, cut flooring with a sharp knife.  
Move knife carefully and remove waste 
every so often to help you see that you are 
making an accurate cut.  
 
Installation Method: 
 
Loose lay: 
 
You only need to adhere the floor at 
doorways, seams and under heavy 
moveable objects using Gerflor Gerfix E120 
Acrylic Adhesive (or an approved suitable 
acrylic adhesive). We recommend a 
threshold strip to be fitted in doorways. 
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INSTALLATION & MAINTENANCE 

Permanent Installation: 
 
Fully adhere the entire floorcovering using 
Gerfix E120 Acrylic Adhesive.( or an 
approved suitable acrylic adhesive). Areas  
in excess of 15m2 are required to be 
fully adhered to the sub floor.   
 
Note: 
 
This method is essential where domestic 
appliances likely to moved around the 
floor. 
 
Pattern/Colour Matching: 
 
When laying more than one piece side by 
side ensure pattern/colour match is 
correct and to your satisfaction before 
cutting in and fixing. 
 
Note: 
 
Differing widths of material cannot be 
batch matched. 
 
Reverse laying: 
 
If two or more widths are to be laid side 
by side, ensure you purchase sufficient 
material to allow for pattern match.  To 
avoid colour variation the same batch of 
material must be used.  It is also 
advisable to reverse lay.  To do this, 
position the two pieces by revolving the 
length of the piece to be matched a full 
180º.  The joint will then form a colour 
continuation along the same selvedge.  
Then overlap the edges until there is an 
exact design/colour match and cut 
through both layers with a sharp knife 
using a straight edge for guidance.  
 
Joints: 
 
To ensure a watertight floor and avoid 
possible damage to joins we recommend 
these are welded using Gerflor SG916 Cold 
Weld Liquid. 
 
Underfloor Heating: 
 
Gerflor Cushioned vinyl can be installed 
over Underfloor Heating ( providing glue 
line temperature does not exceed 270C) 
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Heating to be switched off 48hrs before, 
during and 48hrs after installation 

Caring for your Gerflor Cushioned 
Vinyl: 

It is important to clean the floor regularly 
to avoid any build up of dirt and grit that 
can damage the surface. 

Sweep the floor thoroughly.  Add a small 
amount of neutral liquid cleaner to warm 
water and clean floor thoroughly. After 
cleaning the floor must be rinsed with 
clean water to remove all traces of the 
cleaning agent. 

Note: Manufacturers instructions 
regarding dilution rates, usage and 
rinsing must be strictly adhered to. 

Protect your flooring by placing doormats 
at entrances to reduce the incidence of dirt 
and grit on the surface. 
 

Warning: 

Rubber can permanently stain PVC 

floorcoverings. Do not use latex or rubber 

backed mats, rubber furniture feet or 

rubber wheeled castors.  

Note: 

For extra surface protection an emulsion 
dressing may be used in accordance with 
the manufacturers instructions.  Please 
contact the Technical Department for 
further details. 

Important: 

1. Take care with cigarettes, kitchen 
utensils, hot or heavy objects which if 
dropped can damage the floorcovering. 

2. Dragging heavy domestic appliances or 
furniture across the floor without 
protection will also damage the floor. 

3. Take care to wipe up any spillages 
immediately to minimise the risk of 
staining occurring 

4. This type of floorcovering can be 
slippery when wet. 
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