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Slip resistant safety flooring that is tough and offers outstanding performance 
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WR: Welding Rods* / LRV: Light Reflectance Value 
*Subject to change. Please confirm when ordering.

0526 Parma
WR: 0585 2144 / LRV: 43

0543 Brescia
WR: 0585 2227 / LRV: 34

0038 Pierre
WR: 0585 0645 / LRV: 32.9

0035 Gris
WR: 0585 0016 / LRV: 21.6

0680 Infinity Greige
WR: 0585 0613 / LRV: 30.9

0524 Capri
WR: 0585 2662 / LRV: 20.7

0523 Genova
WR: 0585 0645 / LRV: 40.9

0525 Modena
WR: 0585 2232 / LRV: 13.8
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Taralay Impression Control
Taralay Impression Control is a stunning safety collection of modern and contemporary designs suitable  
for medium/heavy traffic areas. Ideal for healthcare, education, retail and other contract markets.  
The range is competitively priced and in stock now. Don’t forget to order your free samples.

Taralay Impression Control has demonstrated a 
low potential for slip under wet test conditions, 
when tested to BS 7976-2:2002 and assessed in 
accordance with the UK slip resistance group 
guidelines, Issue 4:2004.

A revolutionary UV cured surface
treatment for easy maintenance.

Thickness EN ISO 24346 (EN 428) 2.0mm

Wear layer thickness EN ISO 24340 (EN 429) 0.70mm

Weight EN ISO 23997 (EN 430) 2635 g/m2

Width of sheet EN ISO 24341 (EN 426) 200cm

Length of sheet EN ISO 24341 (EN 426) 25lm

Norm/Product specification - EN ISO 10582 (EN 649)

European classification EN 685 34-43

Fire rating EN 13501-1 Bfl-s1

Static electrical propensity EN 1815 < 2 kV

Slip resistance: Ramp test DIN 51130 R11

Surface roughness Rtm / Rz > 20 μm

Pendulum test: Wet BS 7976-2 > 36 PTV

Wear resistance EN 660.2 ≤ 2.0 mm3

Wear group EN 649 Group T

Type binder content EN ISO 10582 I

Dimensional stability EN ISO 23999 (EN 434) ≤ 0.40 %

Residual indentation EN ISO 24343-1 (EN 433) ≤ 0.10 mm

Impact sound insulation EN ISO 717-2 8 dB

Thermal conductivity EN ISO 10456 (EN 12524) 0.25 W/(m.K)

Colour fastness EN 20 105-B02 ≥ 6 degree

Chemical products resistance (1) EN ISO 26987 (EN 423) OK

Anti-bacterial activity
(E. coli - S. aureus - MRSA) (2) ISO 22196 > 99%

inhibits growth

Surface treatment - Protecsol® Control

TVOC after 28 days ISO 16000-6 < 70 µg/m3

Certification - FloorscoreTM

      7 EN 14041 ZeR
(1) Regarding the resistance to chemicals, please download the corresponding leaflet from our website.
(2) The implementation of an effective cleaning method is the best defence against infection.
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For more information please visit: www.gerflor.co.uk / www.gerflor.ie

UNITED KINGDOM
+44 (0) 3332 412 901 
contractuk@gerflor.com
www.gerflor.co.uk

REPUBLIC OF IRELAND
+353 (0) 42 966 1431
gerflorirl@gerflor.com
www.gerflor.ie

Order your free samples now


