Impression
Control

Slip resistant safety flooring that is tough and offers outstanding performance

I Taralay | NUMBERS

0522 Habana Trinidad 0519 Noma Beige <
WR: 0585 2481/ LRV: 24.7 WR: 0585 2762 / LRV: 30.2

0373 Noma Ice @ 1713 Esterel Fréjus 0592 Ottawa Poplar (08
WR: 0585 0097 / LRV: 45.9 WR: 0585 2486 / LRV: 15.9 WR: 0585 0074 / LRV: 28.1

0518 Esterel Chocolate 0672 Loft White @ 0371 Noma Rustic -8
WR: 0585 2662 / LRV: 15.8 WR: 0585 0097 / LRV: 44.8 WR: 0585 2336 / LRV: 24.3

0538 Habana Vinales > 8 0520 Noma Black (08
WR: 0585 2224 / LRV: 31.5 WR: 0585 2918 / LRV: 11.3
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Taralay Impression Control

Taralay Impression Control is a stunning safety collection of modern and contemporary designs suitable

for medium/heavy traffic areas. Ideal for healthcare, education, retail and other contract markets.

The range is competitively priced and in stock now. Don’t forget to order your free samples.

Taralay Impression Control has demonstrated a

low potential for slip under wet test conditions,

A revolutionary UV cured surface

Order your free samples now
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when tested to BS 7976-2:2002 and assessed in 4’6 <§ treatment for easy maintenance.
“2,,,“5‘5“‘(\ accordance with the UK slip resistance group )‘“C‘so,_@co“‘
guidelines, Issue 4:2004.

Thickness EN IS0 24346 (EN 428) 2.0mm Impact sound insulation EN IS0 717-2 8dB

Wear layer thickness EN ISO 24340 (EN 429) 0.70mm Thermal conductivity EN ISO 10456 (EN 12524) 0.25 W/(m.K)
Weight EN IS0 23997 (EN 430) 2635 g/m? Colour fastness EN 20 105-B02 > 6 degree

Width of sheet EN ISO 24341 (EN 426) 200cm Chemical products resistance (1) EN IS0 26987 (EN 423) 0K

Length of sheet EN IS0 24347 (EN 426) 25lm Anti—b_acterial activity 150 22196 > 99%
Norm/Product specification - ENISO 10582 (ENsdg)  _E: Coli-= S aureus - MRSA) (2] inhibits growth
European classification EN 685 34-43 Surface treatment - Protecsol® Control
Fire rating EN 13501-1 Bfl-s! TVOC after 28 days 1SO 16000-6 < 70 pg/m?®

Static electrical propensity EN 1815 <2kV Certification - Floorscore™

Slip resistance: Ramp test DIN 51130 R11 c € EN 14041
Surface roughness Rtm / Rz >20 ym = =
Pendutu test et oS 79762 36 Py e ol o el o or v
Wear resistance EN 660.2 <2.0mm?

Wear group EN 649 Group T clsfB

- 43)  Tne

Type binder content EN ISO 10582 | s Nationl | |
Dimensional stability EN IS0 23999 (EN 434) <0.40 %

Residual indentation EN IS0 24343-1 (EN 433) <0.10 mm Uk reference - June 2021

For more information please visit: www.gerflor.co.uk / www.gerflor.ie
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